
structures range from tho s e in need of paint, or new roofing to t hose 

that a re in need of extensive minor repairs -- siding, founda t i on, 

paint, etc. 

The Bureau of Census in 1960 also evaluated the condit i on of 

housing , but unlike the above sur vey , the Bureau's survey was base d 

on a housing unit approach rather than a residential s tructure approach . 

Th e main operational difference was the the Bureau of Census counted 

ea ch of the residential units in a duplex or in an apartment wherea s 

i n the 1962 survey the housing condit ions were tabulated on a struc-

tual basis rathe r than on a unit basis. EVen with this difference , 

there still proved t o be a clos e correlation between the f i ndings of 

the t wo surveys as indicated in the table below. I t is therefor e 

assumed that one of the major a dvantages of the recent survey was t o 

geogr aphi cally locate the blighted and deteriorating areas in White-

ville . 

HOUSING CONDITIONS IN WHITEVILLE 

1962 Survey 1960 Census of Housing 

Housing 
% 

Housing 
Condition Number Condition Number % 

Standard Sound 
Housing 945 72 Housing 1 , 035 71 

Housing in need Deteriorating 
of minor repairs 251 19 Housing 304 21 

Housing in need Dilapidated 
of major repairs 1 20 9 Housing 1 26 8 

1 , 316 
11 

100% 1,465 
Y 

100% TOTAL TOTAL 

11 Total Housing Structures 

?J Total Housing Uni s 
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